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ISSUE 4. 5-1-47 SW-1, R-7, R-8 ADDED
T-1  }j09-A Input Transformer
Cc-1 25 fds 600V Mica
R-1 1600 Ohms -5% 1 Watt C-2 .02 mfd 600V Paper tubular
R-2 1600 Ohms -5% 1 Watt
R-ﬁ 2l,0K Ohms -5% 1 Watt SW-1 2 pole 3 position
| R- 250K Ohms Potentiometer
R-g 510K Ohms -%l 1 Watt Note:
R- 1 Megohm - 1 Watt When using the 103 Pre-Amplifie
R-7 300K Ohms -5% 1 Watt this resist t P r
R-8 500K Ohms Potentiometer FERESERE AL R 8 > emeweds
Designed to operate from a balanced 150 Ohm,
600 Ohm, or a bridging source, to a single grid
with t wo volume vontrols, one (250,000) Ohms to |
mount on front of the amplifier for frequent ad-
justments, the other (500,000 Ohms) to mount in-
side the amplifier for infrequent adjustments.

Operating Levels: (Seme as [J00-B input panel).

Mechanical: A Langevin lj09-A input transformer

condenser, and resistors mounted on plate 2-3/16 x
5-7/32to it on Langevin 102, 106, 108, 110, 113,
115, 116, 121, 128, 515, 516, 610 amplifiers or a
-A mounting frame. The volume controls are to

mount on the amplifier as no mounting is provided on the pane

|



